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2035 Traffic Forecast Concept Option B - "T - Intersection”

- Fairway Avenue not stopped at new intersection @ & )
o &
- North bound street connection with stop sign control s VAR RS
- Dual left and free right needed for heavy traffic movement > v )0
Proposed Area Transportation I t N ¢
TOPOSC ca_lransportation Mprovements - Non-traditional intersection configuration\operation
1. Future Four Lane Roadway, Signal needed - Signal warranted prior to 2035, but not now = N
prior to 2035, but not now. L \ G
-Will require some additional right of way = P o~ 2
2., Access for future redevelopment. E R ” ~ »
< 6 &
3. Access closed to West Circle Drive K

- Continued access to Church

- Cul-de-sac provided for maintenance

AM (PM) PEAK
RETAIL ENT.

2035
4. Extend sidewalk/trail to Chateau Road.

//

5. Remove signal at existing intersection.
- Provide left in only to retail center.
- Close westbound left turn access to
55th Street NW.
- Close westbound right turn access to
55th Street NW.
- No thru traffic from retail on south side.

6. Reconfigure retail leg of intersection.

C S AM (PM) PEAK

- Right in only. MEMBERS /W. CIRCLE
: 2035

- Right out only.

7. Extend Members Parkway to Retail Road.

8. Relocate signal to new location to improve
safety and mobility
on West Circle Drive.

9. Construct northbound left turn lane on
West Circle Drive.

7 10. Construct free right turn and dual left turns
to manage projected 2035 traffic.

11. Construct new road connection to 55th Street NW.
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